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*ALL DIMENSIONS WERE UPDATED TO PROPER FORMATTING ON REV/C
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NOTES:
. MATERIAL: TPE (OTHER MATERIALS AVAILABLE)
SHROUD MATERIAL: NYLON

j—

THIS DRAWING CONTAINS CONFIDENTIAL AND PROPRIETARY
INFORMATION AND MAY NOT BE ISSUED OR REPRODUCED,

IN WHOLE, OR IN PART, WITHOUT THE EXPRESS WRITTEN

C |REV PER ECO 41297 TAH 11/12/24 SEE ECO # IN POEM
B |[REV PER ECO 17182 TAS 09/28/11 REDRAWN IN SW 2/17/12 TAS
A |RELEASE PER ECO 2065 RTS 06/20/96 06/26/96 RTS
REV DESCRIPTION REVISION APPROVALS
REVISIONS

PERMISSION OF P1 TECHNOLOGIES.

2. SIGNAL CONTACT PLATING: NICKEL, THEN SOFT GOLD
3. EN 60601 TOUCHPROOF
4. GENERAL PERFORMANCE (CONTACT P1 FOR TEST CONDITIONS)
LIFE CYCLE: 1000+ INSERTION CYCLES
MAX CURRENT: T AMP
NOTE THAT OVERALL SYSTEM PERFORMANCE IS WIRE DEPENDENT
5. OPERATING TEMPERATURE: +5°C TO +60°C
6. UL?94 HB (OVERMOLD)
7. MATES WITH 37381, 38586
8. EXTRACTION FORCE: SEE MATING JACK FOR PERFORMANCE DATA
TOLERANCES APPROVALS DATE .
UNLESS OTHERWISE SPECIFIED [ poan n TQChnOlogles
ALL DIMENSIONS IN INCHES
DIMENSIONS IN [ ] METRIC SINCLAIR 11/31/95 BECAUSE EVERVTHING CONNECTS
CHECKED 6591 Merriman Road, Roanoke, VA 24018
W 1. REHAK 11/14/24 Phone: 540-772-7950 Fax: 540-989-7519
DECIMAL PROJ ENGR TITLE CONNECTOR, CONCENTRIC,
00  +.01 [.25mm] TOUCHPROOF, 454
000 +.005 [.127mm] [ APPROVED =
. J. RI?HAK 1 1{14/24 SV e = T
ERr— PROJEC FSCM B 37380-50 C OF 1
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